. DETERMINE MOBILE ANTENNA/MOUNT INSTALLATION

STUD MOUNT (TYPICAL INSTALLATION)

. DETERMINE MOBILE ANTENNA/MOUNT INSTALLATION
LOCATION. ENSURE THAT THE MOUNTING SURFACE IS

AS FLAT AS POSSIBLE. 1.0 INCH DEEP BY 1.5 INCH DIAM-  “untins
ETER MINIMUM IS REQUIRED BELOW MOUNTING SUR- Surface
FACE TO ALLOW FOR SUFFICIENT CLEARANCE FOR THE

MOUNTING STUD, HARDWARE AND CABLES.

2. CUT/DRILL HOLES THROUGH MOUNTING SURFACE Insulator Washer ——
SIZED AND POSITIONED AS SHOWN IN DETAIL ABOVE. Slotted Nut —»

3. CLEAN MOUNTING SURFACE AND BOTTOM OF MOBILE
ANTENNA.
©0.75
4. FEED CABLES THROUGH HOLE AND ROUTE TO DESIRED
LOCATION.

5. POSITION MOBILE ANTENNA ONTO MOUNTING SURFACE.
MOUNTING STUD SHALL BE LOCATED IN THE HOLE.

6. ON BOTTOM SIDE OF MOUNTING SURFACE SLIDE SLOT-
TED NUT AND INSULATOR WASHER AROUND CABLES AND

ASSEMBLE TO MOUNTING STUD. TIGHTEN NUT TO 85 '- é?c?o?n?ﬁ';éi?e”ﬁ“éoms USA
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STUD MOUNT (TYPICAL INSTALLATION)

LOCATION. ENSURE THAT THE MOUNTING SURFACE IS

AS FLAT AS POSSIBLE. 1.0 INCH DEEP BY 1.5 INCH DIAM- Mounting
ETER MINIMUM IS REQUIRED BELOW MOUNTING SUR- Surface
FACE TO ALLOW FOR SUFFICIENT CLEARANCE FOR THE
MOUNTING STUD, HARDWARE AND CABLES.
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SIZED AND POSITIONED AS SHOWN IN DETAIL ABOVE. Slotted Nut —>
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ANTENNA.
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